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§ Features Cw2301

Features

Vs =-20V

Rosion < 130mQ (Vs = -4.5V)
Rosion < 190mQ (Vgs = -2.5V)
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§ Absolute Maximum Ratings Cw2301

Absolute Maximum Ratings

Ta=25°C

Parameter Symbol Rating Unit

Drain-Source Voltage Vs -20 V
Gate-Source Voltage Ves +8 v
Continuous Drain Current' Ta = 25°C I -2.3 A
Continuous Drain Current' Ta=70°C I -1.5 A
Pulsed Drain Current? lom -10 A
Power Dissipation® Ta =25°C Py 1.25 W
Power Dissipation' Ta=70°C Py 0.8 W
Thermal Resistance.Junction- to-Ambient* R 100 °C /W
Thermal Resistance.Junction- to-Ambient® Rinn 166 °C /W
Junction Temperature T 150 °C
Storage Temperature Range Teg -55t0 150 °C

Caution 1: Surface Mounted on FR4 Board, t < 5sec.

Caution 2: Pulse width limited by maximum junction temperature.

Caution 3: Surface Mounted on FR4 Board.
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§ Electrical Characteristics Cw2301

3 Electrical Characteristics

Ta=25°C
Parameter Symbol Test conditions MIN | TYP | MAX | UNIT
Drain-Source Breakdown Voltage Vpss V=0V, [;=-250pA -20 V
Zero Gate Voltage Drain Current Ipss Vps=-20V, V=0V -1
. Vps=-20V, Vge=0V, HA
Zero Gate Voltage Drain Current Ipss TJDZSSS"C o -10
Gate-Body leakage current lgss Vps=0V, V=8V +100 | nA
Gate Threshold Voltage Vosrr) | Vos=Ves, [5=-250pA -0.45 -1 v
Vgs=-4.5V, [p=-2.8A 105 130
Static Drain-Source On-Resistance’ Rosion mQ
Ves=-2.5V, [,=-2.0A 145 190
oy | Ves=4.5V, Vps < -5V | -6 A
On state drain current'
Inon) Ves=-2.5V, Vs < -5V -3 A
Forward Transconductance’ s Vps=-5Y, Ip=-2.8A 6.5 S
| tC it Ciss 415 F
nput Capacitance | Vom0V, p
Output Capacitance Coss Vps=-6V, 223 pF
f=1IMHZ’

Reverse Transfer Capacitance Cres z 87 pF
Total Gate Ch 5.8 10 C
otal Gate Charge Qg Ve 45V, n
Gate Source Charge Qgs Vp=-6V, 0.85 nC

, lp=-2.8A7
Gate Drain Charge Qg 1.7 nC
Turn-On DelayTime to(on) Vo =-4.5V, 13 25 ns
Turn-On Rise Time t, Vos=-6V, 36 60 ns

R.=6Q),
Turn-Off DelayTime taoft R.=60) 42 70 ns
_ 3

Turn-Off Fall Time t lp=1.0A 34 60 ns
Continuous Source Current (Diode

) ls -1.6 A
Conduction)
Diode Forward Voltage Vep [¢=-1.6A, Vgs=0V -0.8 -1.2 V

Cauyion 1: Pulse test: PW < 300us, duty cycle < 2%.
Cauyion 2: For DESIGN AID ONLY, not subject to production testing.
Cauyion 3: Switching time is essentially independent of operating temperature.

{ Datasheet 5/8 Rev 1.0
ﬂ EXTEE S AERAT www.whxy.com

WUHAM XIMYUAM SEMICOUDUCTOR CO.,LTD


https://www.whxy.com

§ Typical Characterisitics Cw2301

4  Typical Characterisitics

Figure 4-1 Output Characteristics Figure 4-2 Transfer Characteristics
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§ Typical Characterisitics

Cw2301

Figure 4-7 Source-Drain Diode Forward Voltage

Figure 4-8 On-Resistance vs. Gate-to-Source

Voltage
10 0.6
05
—_ ©]
< @
= g 04
o S
5 T,=150°C 2
S / g o3 l,=2.8A
9] c
3 T,=25°C o
A / / ' 02
. g \
= 01 —
1 0.0
02 04 06 08 10 12 14 16 0 2 4 6 8
Vsp - Source - to - Drain Voltage (V) V¢s - Gate - to - Source Voltage (V)
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§ Revision history Cw2301
Revision history
Table 5-1 Document revision history
Date Revision Changes
12-01-2023 Rev 1.0 Initial release.
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